
• Variable frequency drive for short  
  acceleration and breaking times 
• Bi-directional agitation 
• Easy material loading and unloading   
• Digital HMI interface 
• Heavy-duty spin drying for  
  maximum ethanol removal    
• Insulated casing
• Designed for Class 1 Div. 2 Groups C&D	
• UL or ATEX approved electric components
• 304 and 316L stainless steel construction
• Meets Pharmaceutical equipment  
  design standards
• No foundation required

HEINKEL® ETHANOL EXTRACTION CENTRIFUGE CX-70 

HEINKEL® offers safe ethanol extraction of high-purity compounds from botanicals with the 
CX-70 (up to 70-lbs per batch). The CX-70 stands out for its high-level quality and safety featu-
res. HEINKEL® has decades of experience in the Pharmaceutical industry and has brought this 
knowledge and expertise to the Cannabis & Hemp market.

STANDARD BUILT IN UNIQUE SAFETY FEATURES

• Top lid locking system 
• Vibration / unbalance monitoring system   

• Closed loop mechanical seal system with  
  visual sight view and flow level detection 

97% alcohol removal -40 °C operation
batch time: 20 min,  
210-lbs/hr



• High production volumes up  
  to 1400 pounds per hour 
• Solids biomass material discharged  
  virtually free of ethanol vapors 
• Fully automated operation   
• Variable frequency drive for short  
  acceleration and breaking times 
• Heavy-duty spin drying for maximum  
  ethanol removal    
• Digital HMI interface
• UL or ATEX approved electric components	
• 304 and 316L stainless steel construction
• Designed for Class 1 Div.2 Groups C&D
• Ability to perform additional ethanol washes 
• Automated self-cleaning
• Meets Pharmaceutical equipment  
  design standards
• Safe, fully enclosed system

Phone: (856) 467 3399
info@cannabiscentrifuges.com

CANNABIS CENTRIFUGES
Division of HDSG

HEINKEL® INVERTING FILTER CENTRIFUGE HF 300-1300
Automated Ethanol Extraction System for High Volume Production 

HEINKEL® has developed a fully automated centrifuge system (Patent Pending) for ethanol
extraction of botanicals for high volume production (up to 1400 lbs/hr). This closed centrifuge 
system safely delivers high quality extraction and recovers a maximum percentage of ethanol. 
The centrifuge, when equipped with the PAC system, discharges the solids biomass material 
virtually free of ethanol vapors.

www.cannabiscentrifuges.com

97% alcohol removal -40 °C operation
batch time: 10 min,  
batches / hour: 6


